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4'—6” FOR STANDARD PIT

6'—6" FOR DEEP PIT

|

IMPORTANT — MIN. & |

FALL TOWARD MAIN 0.2%
—

ADJACENT TO VALVE

INSTALL

! ANTI-FLOTATION
COLLAR PER COA

HOLDING STD DWG 2171

TANK

GRAVITY SERVICE LINES

GRADE

| IMPORTANT — MINIMUM 5’

ADJACENT TO MAIN

FALL TOWARD MAIN 0.2% — m

PREFERRED
METHOD OF
CONNECTION TO MAIN.

1’ STEPS
PREFERRED |

ANY ONE LIF[T

BRANCH INVERT MUST BE
LEVEL WITH OR ABOVE
THE TOP OF VACUUM MAIN.

=
s

GENERAL NOTES:

GRAVITY LINES — IN ALL INSTALLATIONS,
SEWAGE SHALL FLOW BY GRAVITY TO

THE HOLDING TANK.

INSTALL GRAVITY LINES IN ACCORDANCE WITH
CITY OF ALBUQUERQUE STANDARDS AND LOCAL CODES.

CONSTRUCTION NOTES:

A 45 ELL

B. WYE IN VERTICAL POSITION.
C. VACUUM SEWER MAIN

REVISIONS

CITY OF ALBUQUERQUE

VACUUM SEWER STANDARDS
VALVE AND PIT INSTALLATION WITH
LIFT IN VACUUM SERVICE LATERAL
DWG. 2163 JANUARY 2003




